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120mm Halogen Low and High Beam
HEADLIGHT MODULES

Feature

• Chrome inner reflector design
• Three tab adjustment plus one mounting tab
• Includes an easy access / easy change H11 low beam
 or H9 high beam halogen bulb

Placed in a custom bezel, a module
can create a completely styled headlight.

Plug-and-play
legal compliance.



#10451

Specifications

Operating Voltage: 12 - 24Vdc

Operating Current: Low Beam: 4.6A @ 12Vdc

  2.3A @ 24Vdc

 High Beam: 5.4A @ 12Vdc

  2.7A @ 24Vdc

Power Consumption: Low Beam: 55W

 High Beam: 65W

Bulb: Low Beam: H11

 High Beam: H9

Weight: Low Beam: 2.3lbs (1.0kg)

 High Beam: 1.0lbs (0.4kg)

Housing: Die Cast Aluminum - Black Alloy

Lens: Hardened Glass

Compliance: FMVSS108 and CMVSS108

Part # Description  Operating Voltage

71058 Halogen Low Beam  |  120mm 12 - 24Vdc

71055 Halogen High Beam  |  120mm 12 - 24Vdc

85116 H11 Bulb  |  12V 55W

85115 H9 Bulb  |  12V 65W
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For more lighting and electronic solutions,
please check out our catalogue.

https://hamsar.com/resources/catalogue/

